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ABSTRACT 

Sunlight is a natural alternative renewable energy source to expensive hydroelectricity. Dye 

sensitized solar cells (DSSCs) are third generation solar cells which have the potential to 

significantly lower the cost associated with the first and second generation solar cells and they 

can easily be fabricated. A dye is an important component in a DSSC because it absorbs light, 

produces photoelectrons and facilitates processes of electron transfer to improve the 

efficiency of electrical energy conversion. It is important to modify the dye as an active 

component in DSSC for improved performance of optical absorption properties of the dye. 

Mixing chlorophyll and anthocyanin dyes aims to broaden the absorption wavelength range of 

visible light. In this study, the chemical structural and optical absorption properties of dyes 

extracted from selected plant materials for DSSCs were investigated. Anthocyanin dyes from 

hibiscus flower, chlorophyll dyes from pumpkin and sweet potato leaves and their composites 

were used as natural sensitizers in the fabrication of DSSCs. The extracted dye powders were 

characterized using Fourier Transform Infra-Red (FTIR) spectrophotometer to determine their 

chemical structural properties. The dye extracts and their composites were also characterized 

using UV-visible spectrophotometer to determine their optical absorption properties. 

Scanning Electron Microscopy (SEM) and Raman spectroscopy were used to determine the 

surface morphology and crystalline structure of TiO2 thin film respectively. The performance 

of the developed cells was measured under one-sun illumination using a solar simulator 

(AM1.5 100 mWcm-2). Keithley SMU-2450 was used to record the current-voltage (I-V) 

characteristics of the solar cells. The results reveal that the DSSC fabricated from sweet 

potato dye extracts had the best power conversion efficiency (PCE) of 0.5 % while that from a 

mixed dye of sweet potato leaves and hibiscus flower (SH) at a mass ratio of 1:3 gave the best 

PCE of 1 % with open circuit voltage (Voc) of 0.47 V and short circuit current density (Jsc) of 

62 µA/cm2. 
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CHAPTER ONE: INTRODUCTION 

1.1 Background of the study 

Energy is the backbone of any country’s economic development. However, non-renewable 

energy sources like geothermal and nuclear are costly, difficult to replenish once used up, 

and emit greenhouse gases that harm the environment. Because non-renewable energy 

sources create threats to human health and environment, renewable energy sources offer a lot 

of potential as a source of alternative energy. In Uganda, there is a rising need for 

connections to hydro grid electricity. However, the cost of distribution to households is very 

high, which has increased the cost per unit of power, currently at U shs. 900 for a kilowatt. 

Hydroelectricity can be substituted with electricity from solar energy generated by solar 

panels. It is clean, abundant, and easily accessible (Butler et al., 2015). In-fact, the sun sends 

13.6 TW of solar energy to the earth in one hour. This is greater than the annual global power 

consumption of 13 TW (Calogero et al., 2015). From the time Sir Albert Einstein first 

discovered the photoelectric phenomenon, the search for solar energy has advanced 

significantly (Aberle, 2009). Crystalline silicon solar panels still dominate the solar industry, 

with a reported efficiency of about 25% (Calogero et al., 2015). However, they are too 

expensive partly because of the indirect band gap nature of the silicon material and high 

processing costs (Green, 2005). Photovoltaic cells of the second and third generations, such 

as amorphous silicon solar cells, dye sensitized solar cells (DSSCs), are being studied 

extensively because of their potential to significantly lower the cost associated with the first 

generation solar cells. The dye sensitized solar cells are regarded as solid-state photovoltaic 

devices that mimic the process of photosynthesis in plants. They are easily processed with 

abundance of available resources and can be utilized as portable equipments like solar 

chargers, solar key boards and solar bags. In addition, DSSCs are considered appropriate for 

communities living off the grid. In dye sensitized solar cells, sensitizing dye is an important 

component. There has been a lot of interest in the development of new families of organic 

(synthetic) dyes. Ruthenium (II) and osmium (II) complexes have been discovered to be most 

efficient sensitizers (Desai et al., 2019). This is because they have interesting properties such 

as good absorption of photons in the visible region of the electromagnetic spectrum, long 

excited lifespan, and highly efficient metal-to-ligand charge transfer. However, they are 
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costly, contain heavy metals which have negative impact on the  environment and require 

advanced processing methods (Singh & Nalwa, 2015). Therefore, the chemical structure and 

optical absorption properties of dyes extracted from plant materials need to be studied 

extensively in order to identify natural dyes that can substitute the synthetic dyes, bind 

effectively with the photoelectrode and absorb a wider range of photons in the visible region 

of the electromagnetic spectrum, which can further lead to better performance and stability of 

the DSSC. In this dissertation, dyes from hibiscus flower, pumpkin leaves, sweet potato 

leaves and their composites were extracted, their chemical structure and optical absorption 

properties were studied. The choice of plant materials was based on color pigments. Hibiscus 

flowers are red in colour and contain anthocyanin pigment which has a maximum optical 

absorption peak at ~ 530 nm, whereas pumpkin and sweet potato leaves are green in color 

and contain chlorophyll pigments with two optical absorption peaks at one at ~ 450 nm and 

another peak at ~ 650 nm. By combining anthocyanin and chlorophyll pigments, it is 

expected that the entire Ultra violet-Visible and Near infrared spectrum of the sun’s energy 

will be covered and this will lead to improved power conversion efficiency of the fabricated 

solar cell. In addition, dye sensitized solar cells were developed and their efficiency studied. 

It was found that the efficiency of the composite dye from sweet potato leaf extract and 

hibiscus flower was 1 % higher than the rest. 

1.2 Statement of the problem 

Most DSSCs apply Ruthenium and Osmium based complexes as sensitizers with a highest 

reported efficiency of about 14 % (Desai et al., 2019). These complexes involve intricate 

preparation techniques, are expensive and contain environmentally non friendly heavy metals 

that are toxic (Singh and Nalwa, 2015) and can cause cancer to animals and humans if up 

taken by plants as nutrients since plants, animals and humans have a symbiotic relationship. 

Natural dyes from leaves, roots, flowers and tree barks have been investigated as an 

alternative to these synthetic complexes but until now no suitable replacement for the 

synthetic dye has been found (Sanjay et al., 2018). This could be due to single dye plant 

extracts such as wormwood with a reported efficiency of 0.9 % and purple cabbage with an 

efficiency of 1.47 % (Chang et al., 2013). Single dye plant extracts absorb light in narrow 

specific regions of the sun’s energy depending on their color pigments. By mixing single dye 

pigments, there will be a wide range of optical absorption of the sun’s energy and hence 
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improved power conversion efficiency of the solar cell. In this study, natural dyes from 

hibiscus flower, pumpkin leaves, sweet potato leaves and their composites were investigated 

as sensitizers in DSSCs. 

1.3 Major objective of the study 

     To investigate the structure and optical absorption properties of dyes extracted from selected 

plant materials for dye sensitized solar cells.  

1.4 Specific objectives of the study 

To achieve the stated major objective, the specific objectives were: 

(i) To investigate the structural properties of dyes extracted from hibiscus flower, 

pumpkin leaves and sweet potato leaves using Fourier Transform Infra-red 

spectroscopy. 

(ii) To investigate the optical absorption properties of dyes extracted from hibiscus 

flower, pumpkin leaves, sweet potato leaves and their composites using UV-vis 

spectroscopy. 

(iii) To determine the power conversion efficiency of a dye sensitized solar cells 

developed from hibiscus flowers, pumpkin leaves, sweet potato leaves and their 

composites by measuring short circuit current and open circuit voltage. 

1.5 Scope of the study 

This study focused on dyes extracted from leaves of sweet potato, pumpkin, hibiscus flower 

and their composites around Ugandan flora. 

The study also focused on chemical structural and optical absorption properties of dyes 

extracted from leaves of pumpkin, sweet potato, hibiscus flower and their composites. 

The experiments were conducted in the Physics, Biology, Chemistry laboratories of 

Kyambogo University and Ithemba Labs, South Africa. 

1.6 Significance of the study 

The study will provide detailed information about structural and optical properties of dye 

extracts from hibiscus flower, pumpkin leaves and sweet potato leaves for DSSC application. 

Other researchers will use the information from this study for further research. 
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The information obtained will help in achieving the sustainable development goal numbers 4, 

7 and 13 which emphasize quality education, affordable and clean energy and climatic action 

respectively. 
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CHAPTER TWO: REVIEW OF RELATED LITERATURE 

2.1 Introduction 

This chapter reviews the findings made by the past scholars on related studies. Solar 

spectrum, solar cell, dyes sensitized solar cell, and theory of various characterization 

approaches are also covered. 

2.2 Solar spectrum 

Solar light has a broad spectrum that ranges from gamma rays to radio waves, with a peak 

wavelength at 525 nm on the surface of the earth. This solar radiation does not reach the 

surface of the earth in its entirety.  This is because different elements in the atmosphere 

hinder some of the radiation, changing the appearance of the solar spectrum as seen in Figure 

2.1. 

 

Figure 2.1: A representation of a solar spectrum on the earth's surface. Figure reproduced 

with permission from reference (Ramkiran et al., 2020) 

2.3 Solar cell 

A solar cell is a photoactive device that uses the photovoltaic effect to convert solar radiation 

into electrical energy (Pandikumar et al., 2019). The bending of the bands at the pn junction 

separates the charge carriers in the absorbing material (Kalyanasundaram, 2010). This is 

done when the photons are absorbed at the pn junction and then electron hole pair is 

generated before it is transferred to the electrodes. The internal electric fields at the junction 
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provide the necessary electromotive force (emf) for electric current to flow in the external 

circuit, resulting in power generation. 

2.4 Dye sensitized solar cell 

The cell is basically made up of a nanocrystalline wide band gap semiconducting electrode 

sensitized with a dye, a metal counter electrode and an electrolyte mediating processes of 

electron transfer within the cell. The electrodes contain substrates which are commonly made 

of glass coated with a thin layer of transparent conductive oxide (TCO) on one side 

(Kalyanasundaram, 2010). The transparent conductive oxides widely used for DSSCs are 

fluorine doped tin oxide (FTO) and indium tin oxide (ITO) (Gordon, 2000). In many 

optoelectronic applications, such as display and touch screens, FTO is the most commonly 

utilized transparent conductor (Bonaccorso et al., 2010). ITO is associated with increasing 

cost mainly because of rare indium substance (Paradis et al., 2015), processing requirements 

(Hamberg and Granqvist, 1986), challenges with patterning (Granqvist, 2007) and its 

sensitiveness to acidic environments (Bonaccorso et al., 2010). FTO is widely used in DSSCs 

because it has the best thermal stability, good conductivity and optical transparency, is less 

toxic, and is affordable in cost (Gordon, 2000).The photo anode commonly used is the n-type 

titanium dioxide (TiO2) semiconductor with a band gap of 3.2 eV. TiO2 thin film can be 

formed on the conducting side of glass substrate using techniques such as spin coating, drop 

casting, sol gel, electro deposition and doctor blade technique. There are three main types of 

nanocrystalline titanium dioxide namely; anatase, brookite and rutile and their production 

depend on preparation method and conditions (Reddy et al., 2001). Anatase (101) and rutile 

(110) are the most stable TiO2 crystal phases (Macyk et al., 2010). The properties of anatase 

TiO2 which is commonly used include; higher power density, higher charge carrier mobility 

and wider optical absorption range. The photo anode is sensitized with dye molecules 

(Memming, 1994). The molecules of the dye absorb photons of light, get oxidized and inject 

excited electrons into the nanostructured TiO2. The dye should have the following 

characteristics to meet all the requirements: 

(i) The dye’s absorption spectrum should be broad to capture solar radiation, from 

visible spectrum to near infrared. 

(ii) It should have a high molar absorptivity for efficient light harvesting. 
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(iii) In order to regenerate the oxidized dye molecule efficiently, the lowest occupied 

molecular orbitals (LUMO) level of the dye must be energetically above the 

semiconductor's conduction edge, while the highest occupied molecular orbitals 

(HOMO) level of the dye must be below the redox mediator's energy level (Meyer, 

1997, Kelly and Meyer, 2001) as it is seen in Figure 2.2. 

 

Figure 2.2: A schematic diagram showing the structure of a dye sensitized solar cell. Figure 

reproduced with permission from reference (Calogero et al., 2015) 

       The dye should be strongly anchored onto the semiconductor surface to maximize the 

electron injection channel. Different synthetic dyes such as ruthenium and osmium 

(Kuciauskas et al., 2002) and vegetable dyes (Kay and Graetzel, 1993) have been used as 

sensitizers in DSSCs. The most efficient synthetic dye used is Ruthenium (Ru) with a 

highest reported efficiency of about 14 % (Desai et al., 2019). However, Ru is rare, 

expensive, environmentally non friendly (Alim et al., 2022) and involves complicated 

preparation techniques. Organic natural dyes extracted from roots, leaves, flowers, tree barks 

with similar optical absorption properties can be used as a replacement to Ruthenium (II) 

and Osmium (II) complexes. 

      Various efforts have been made in extracting dyes from plant based material (Calogero et al., 

2015), but until now, no suitable natural dye with properties and an efficiency similar to 

Ruthenium (II) and Osmium (II) complexes has been found. For example; Hao et al. used 

dye extracts of black rice and obtained a photoelectric conversion efficiency (PCE) of 0.327 

% (Hao et al., 2006). Sirimanne et al. used anthocyanin dye in pomegranate and a PCE of 
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0.6 % was obtained (Sirimanne et al., 2006). Calogero and Marco took the red Sicilian 

orange dye and achieved a PCE of 0.66 % (Calogero and Di Marco, 2008). Most of the 

individual natural dyes have narrow wavelength ranges of light absorption, making the 

efficiency of the fabricated solar cell low. Mixing of dyes with different wavelength range of 

light absorption enables the dye to absorb a broader wavelength of visible light that could 

lead to improved efficiency of photon absorption. 

The operating principle of DSSCs is summarized as follows: The photoelectrode is coated 

with nanocrystalline TiO2 to give the surface area in which the dye molecules are adsorbed. 

When the dye molecules absorb the incident photons, they are excited from the HOMO to 

LUMO states; 

𝑆 + 𝑝ℎ𝑜𝑡𝑜𝑛 → 𝑆∗         (Excitation process)                                                                          2.1 

The dye molecule (photo sensitizer) is oxidized when an electron is transferred to the 

conduction band of a semiconducting material such as TiO2 film (Kalyanasundaram, 2010). 

𝑆∗ + 𝑇𝑖𝑂2 → 𝑒𝑇𝑖𝑂2

− +  𝑆+  (Injection process)                                                                        2.2 

The excited electron is transferred between nano particles of TiO2 before being extracted and 

given as electrical energy to a load. The photoelectrode of TiO2 and the counter electrode are 

usually sandwiched with the conducting sides facing each other. An electrolyte is applied 

between the electrodes and used as an electron mediator. The oxidized molecules of the dye 

are thus regenerated by receiving electrons from the ion redox mediator, which are then 

oxidized to tri-iodide ions. 

𝑆+ +
3

2
𝐼− → 𝑆 +  

1

2
𝐼3

−  (Regeneration of the dye)                                                                  2.3 

The tri-iodide substitutes the internally donated electron with that from the external load and 

reduced back to iodide ion; 

1

2
𝐼3

− + 𝑒− →
3

2
𝐼− (Recapture reaction)                                                                                   2.4 

The following relation for efficiency can be used to evaluate the performance of a DSSC 

(Grätzel, 2014); 
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𝜂 =
𝑉𝑂𝐶𝐽𝑆𝐶𝐹𝐹

𝑃𝑖𝑛𝑐
=  

𝑃𝑚𝑎𝑥

𝑃𝑖𝑛𝑐
                                                                                                              2.5 

Here, Voc is the open-circuit voltage, Jsc is short-circuit current density, FF is the fill factor, 

Pinc is the power of the incident photons and Pmax is maximum electrical power output. Under 

one sun illumination from a solar simulator (AM1.5 100 mWcm-2), the device efficiency can 

be maximized by optimizing each of Voc, Jsc, and FF. JSC can be enhanced by using a dye 

sensitizer which can absorb a broad sunlight (Singh and Nalwa, 2015). The efficiency of a 

DSSC is highly dependent on spectrum of incident light, intensity of incident light (number 

of photons) and temperature of the solar cell. 

2.4.1 Extraction methods and solvents 

       Soxhlet extraction is a continuous extraction process that uses specialised apparatus and 

involves a cycle of solvent reflux and percolation. Ultrasonic Assisted Extraction (UAE) 

uses ultrasound waves to enhance extraction process by disturbing plant cell walls. 

Decoction involves boiling the plant material such as roots and barks in water to speed up 

the extraction process. Maceration involves soaking the plant materials in a solvent such as 

ethanol for an extended period to extract the dye. Though relatively slow and may not 

extract all available dye, maceration is a simple and widely used method. The solvents used 

for extraction are water, ethanol, methanol, acetone and Dimethyl sulfoxide (DMSO). 

However, acetone and DMSO are toxic and environmentally non-friendly. Hence, ethanol 

can be used since it is effective for a wide range of dyes.  

2.5 Theory of characterization techniques 

2.5.1 Raman spectroscopy 

Raman spectroscopy is an analytical technique where scattered light is used to measure the 

vibrational energy modes of molecules in a material such as TiO2 and provide chemical and 

structural information of the material. In Raman technique, the sample is illuminated with 

monochromatic light, generated by a laser such as Nd; YAG at 532 nm (West, 2014). 

Rayleigh scatter and Raman scatter are produced. When the incident radiation interacts with 

an electron in the sample, the electron is promoted from the vibrational level to a virtual state 

of energy. This electron immediately relaxes back to the same vibrational level by losing 

energy equivalent to that of the incident radiation. This process leads to emission of another 
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photon. The released photon has the same frequency as the incident photon hence occurrence 

of Rayleigh scattering (West, 2014). However, electrons can relax back to a vibrational state 

of higher energy when losing energy. In this case, the frequency of emitted photon is higher 

than that of incident photon hence occurrence of Stokes Raman scattering as shown in Figure 

2.3 (West, 2014).  

 

 

Figure 2.3: Vibrational transitions in Raman spectroscopy. Figure reproduced with     

permission from reference (West, 2014) 

Anti-stokes Raman scattering also occurs when an electron, already in an excited state is 

promoted to a virtual energy state and relaxes to a ground state. In this case, the frequency of 

emitted photon is greater than that of incident photon (West, 2014). Raman spectra involve 

plots of intensity of scattering against wavenumber as shown in Figure 2.4 (Gupta et al., 

2010). Raman spectra help in performing qualitative analysis. Also, intensity value of a 

Raman line enables determination of concentration of molecules in the sample. Hence 

quantitative analysis can be done.  
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Figure 2.4: Raman spectra of TiO2 powder of different nanocrystal sizes. Figure reproduced 

with permission from reference (Gupta et al., 2010) 

2.5.2 Fourier Transform Infra-red (FTIR) spectroscopy 

FTIR spectroscopy is a technique used to identify compounds by looking for functional 

groups that are contained in them. To break it down, Fourier Transform (FT) stands for a 

mathematical technique that takes raw data and converts it with the help of a computer, into 

meaningful spectra. On the other hand, IR part stands for Infra-red spectroscopy which is the 

type of light that this instrument uses as it interacts with the compounds. Figure 2.5 shows a 

schematic representation of FTIR spectrometer and how light from the source reaches 

different parts of the instrument as it interacts with the compounds. The frequency of incident 

radiation is regulated in the IR technique, and the radiation absorbed or transmitted by the 

sample is determined. Because the amount of absorbed energy promotes the local functional 

group for absorption to a higher vibrational level, the process is rather easy (Abou-Ras et al., 

2016).  
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Figure 2.5: A schematic representation of FTIR spectrometer. Figure reproduced with 

permission from reference (Abou-Ras et al., 2016) 

2.5.3 Scanning electron microscopy 

Scanning electron microscopy (SEM) is a technique used to obtain high-resolution images of 

surfaces of materials such as TiO2 and study their morphology. The electron gun concentrates 

electrons onto the sample surface. The beam of electrons then scans the sample, detecting the 

produced signals. The electron beam has a penetration depth of up to 1 µm (West, 2014). 

Imaging in the SEM must be carried out under a vacuum since electrons cannot travel through 

air. As electrons strike the sample, the back scattered electrons can escape from a thicker 

region of the sample provided they avoid secondary collisions after the initial back-scattering 

event as shown in Figure 2.6. 

 

 

 

 

 

Figure 2.6: Penetration and escape depth in SEM. Figure reproduced with permission from 

reference (West, 2014) 
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Because the released radiation (x-rays and visible light) has significantly less energy than the 

incident beam, the escape depth is less. Some of the electrons incident on the sample 

penetrate deeper, lose energy to lattice vibrations and are unable to escape. In SEM, the 

incident electrons are unable to penetrate the sample completely. The lower limit of 

resolution with SEM instruments is about 100 Ǻ. When electrons in the SEM strike the 

sample, particles and radiations with a wide range of energies, arising from many processes 

as shown in Figure 2.7, can be detected. These include secondary electrons, arising from 

absorption and re-emission processes, diffracted electrons, Auger electrons of characteristic 

energies, x-rays of both characteristic and white radiations. 

 

Figure 2.7: Processes that occur on bombarding a sample with electrons. Figure reproduced 

with permission from reference (West, 2014) 

2.5.4 UV-Vis spectrophotometer 

A UV-Vis spectrophotometer is used to obtain absorption peaks. It has the following 

fundamental components; a light source usually covered with quartz in order to transmit 

short wavelength of UV radiation, monochromator which is used to produce a beam of single 

wavelength from a radiation provided by the light source (Evans, 2004). Spectrophotometers 

also consist of sample holders with cuvettes that contain solutions of substance being 

examined and electronic detectors that are used to measure and compare intensity of light 

beams that go through the sample. Figure 2.8 shows the fundamental components of the 

spectrophotometer as discussed above. 
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Figure 2.8: A schematic diagram of UV-visible spectrophotometer. Figure reproduced with 

permission from reference (Akash et al., 2020) 

The graph in Figure 2.9 shows an example of visible range absorption spectrum. 

 

 

Figure 2.9: UV-visible absorption spectrum of dyes 

2.5.5 Solar simulator 

A solar simulator is a device that uses a light source to simulate natural sunshine in terms of 

intensity and spectral composition (Wang and Laumert, 2014). It is utilized for a variety of 

applications including testing, calibrating, and characterizing solar cells. Figure 2.11 shows a 

solar simulator which usually consists of three major components; light source(s) and 

associated power supply, any optics and filters for modifying the output beam of light to 

meet the requirements and necessary control units to operate the simulator. 

 



15 
 

 

       Figure 2.10: A solar simulator (Photo was obtained from the Physics laboratory of     

Kyambogo University) 

The spectral composition usually used for commercial solar simulators is the air mass AM1.5 

(Committee, 2012). The AM1.5 spectral composition is shown in Figure 2.11. 

 

Figure 2.11: The AM1.5 spectral composition. Figure reproduced with permission from 

reference (Polly et al., 2011) 
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CHAPTER THREE: METHODOLOGY 

3.1 Introduction 

This chapter discusses the materials that were used, extraction of dyes from hibiscus flower, 

pumpkin leaves, sweet potato leaves, dye composites of hibiscus flower and pumpkin leaves, 

hibiscus flower and sweet potato leaves. It further discusses the preparation procedures of 

TiO2 thin films on FTO substrate (photo anode) and dye adsorption, the preparation of 

platinum on FTO substrate (counter electrode), preparation of liquid electrolyte, 

determination of structural properties of dyes extracted from hibiscus flower, pumpkin leaves 

and sweet potato leaves, determination of optical absorption properties of dyes extracted 

from hibiscus flower, pumpkin leaves, sweet potato leaves and their composites, 

characterization of TiO2 thin films, fabrication and testing of DSSC, determination of power 

conversion efficiency of a DSSC developed from hibiscus flower, pumpkin leaves, sweet 

potato leaves and their composites, research design, safety measures and precautions. 

3.2 Materials 

The materials used to extract the dyes were pumpkin (Cucurbita maxima) leaves, sweet potato 

(Ipomoea batatas) leaves, hibiscus (rosa-sinensis) flowers and ethanol. Distilled water, oven, 

mortar and pestle, analytical balance, measuring cylinder, amber bottles, incubator, Whatman 

filter paper and stickers were also used. The plant leaves were collected from Naalya town in 

Wakiso district. Ethanol of 96% purity was purchased from Griffchem. Fluorine doped tin 

oxide (FTO) substrates were used (purchased from Sigma Aldrich, sheet resistance ~20 𝛺/

𝑠𝑞). TiO2 and platinum (Sigma Aldrich) were used as photo anode and counter electrode 

respectively. Iodide/tri-iodide (precursors from Sigma Aldrich) was used as the electrolyte. 

The other materials included multimeter, mobile pipette, furnace, hexa-chloroplatinic powder, 

iso-propyl alcohol and binder clips. 

3.2.1 Extraction of dyes from hibiscus flowers and leaves of pumpkin and sweet potato. 

The plant materials were cleaned with distilled water to remove any impurities on the sample. 

The materials were then dried in an oven for 24 hours at 60 0C. This temperature preserves the 

color pigments and does not degrade the dye. A mortar and pestle were used to crush the dried 

leaves into powder form. 10 g of pumpkin powder were dissolved in 50 ml of ethanol in an 

amber bottle to give a concentration of 0.2 g/ml. Similar procedures were followed for dye 
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extraction from sweet potato leaves. 20 g of hibiscus powder were dispersed in 100 ml of 

ethanol in an amber bottle to give a concentration of 0.2 g/ml. The solutions were kept in the 

dark for 24 hours at room temperature for a desired color pigment to be extracted. Due to the 

complexity of extracting dye solutions from hibiscus, the solution was warmed at 60 0C in an 

incubator set at 150 rpm for 10 minutes and then kept for one week to allow maceration. The 

solutions were filtered using Whatman filter paper (Cat No 1001 125) and kept in amber 

bottles in a dark environment for characterization and further use. 

3.2.2 Development of composites 

Using P as dyes from pumpkin leaves, S as dyes from sweet potato leaves and H as dyes from 

hibiscus flower, the composites were developed at three mass ratios of 3:1, 1:1 and 1:3 to 

optimize extraction efficiency of the dyes. Similar procedures in extraction of single dyes 

were followed for extraction of composites. 

3.2.3 Preparation of TiO2 thin films on FTO substrate (photo anode) and dye adsorption 

TiO2 thin films were prepared using TiO2 powder of < 25 nm particle size (anatase phase). 

FTO glass substrates were cleaned thoroughly using de-ionized (DI) water and ethanol. They 

were then placed in a sonicator containing a combination of de-ionized water and ethanol and 

cleaned for 3 hours to remove any impurities on the sample. 1 g of TiO2 powder was 

dispersed in 300 mg of polyethylene glycol consisting of a mixture of glacial acetic acid and 

double distilled water of 6 ml each. The mixture was sonicated for three hours. The edges of 

FTO substrate were sealed using cello tape. TiO2 paste was drop casted on the substrate and 

kept for 24 hours before annealing at 300 0C in a furnace for 1 hour. The film was dipped in 

the dye extract for 24 hours to adsorb dye molecules. The soaked film was withdrawn from 

the dye, rinsed with ethanol to remove the unabsorbed dye and then used as a photo anode. 

3.2.4 Development of platinum on FTO substrate (counter electrode) 

FTO glass substrates of dimensions 2.5 cm × 2.5 cm were cleaned using distilled water and 

then isopropyl alcohol in an ultrasonic bath. The glass substrates were then left to dry under 

room temperature for 20 minutes. This time allows the substrates to reach a stable 

temperature. The edges of FTO substrate were sealed using cello tape. FTO coated surfaces of 

the substrates were drop casted with alcoholic solution of hexa-chloroplatinic acid prepared 

by dispersing 40 mg of hexa-chloroplatinic powder in 10 ml of ethanol. The samples were 
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kept for 24 hours to evaporate the solvent at room temperature before annealing at 300 0C for 

30 minutes. 

3.2.5 Preparation of liquid electrolyte 

0.127 g of iodine (I2) and 0.83 g of potassium iodide were dissolved in 10 ml of ethylene 

glycol placed in a clean container. The combination was stirred for 30 minutes using a glass 

rod and then stored in a sealed bottle (Zulkifili et al., 2015). 

3.3 Determination of structural properties of dyes extracted from hibiscus flower, sweet 

potato and pumpkin leaves. 

FTIR Spectrophotometer was used to determine chemical structure (functional groups) 

present in extracted dyes. This is because FTIR spectrophotometer measures absorption and 

transmission of infrared light by the dye and different functional groups have characteristic 

absorption frequencies in the infrared region allowing identification of specific material. Also, 

FTIR analysis is a non-destructive technique. The sample pan and the bottom of the pointer of 

the adjustment knob were cleaned with ethanol and soft tissue. 2 g of dye powder were then 

placed at the position of the prism pointer in the FTIR (SHIMADZU IRTracer-100 

(EN230V)) machine. The pointer was adjusted until a click is felt in the adjustment stage. The 

spectrophotometer produced a beam of infra-red radiation which passes through the sample. 

The dye then absorbed some of the infrared radiations at certain wavenumbers in the range 

4000 to 500 cm-1 and the others were transmitted. The amount of absorption was detected and 

compared. The resulting spectra as shown in Figure 3.1 were analyzed using origin software 

and then used to identify the chemical structure of the sample. 
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Figure 3.1: Fourier Transform Infra-Red (FTIR) spectrophotometer and FTIR spectrum 

measurement system (Photo was taken from government analytical laboratory, Wandegeya) 

3.4 Determination of optical absorption properties of dyes extracted from hibiscus flower, 

pumpkin leaves, sweet potato leaves and their composites 

The optical absorption properties of dye extracts were obtained using an ultra violet (UV-Vis) 

spectrophotometer (Genesys 10S UV-Vis). This is because dye molecules have characteristic 

absorption bands ranging from ultraviolet to visible regions of the electromagnetic spectrum. 

Two cuvettes, one containing dye solution and the other having solvent were inserted in the 

sample compartment of the spectrophotometer as shown in the Figure 3.2. A beam from a 

UV-visible light source was allowed to hit a monochromator so that a beam of single 

wavelength passes through it. This beam was divided into two intensity beams using a half-

mirrored device. One beam went through a cuvette having a solution of the sample being 

investigated and the other beam passed through an identical cuvette having only the solvent. 

The intensities of the resulting light beams were then measured using electronic detectors and 

then compared. The resulting spectra were analyzed using origin software and then used to 

determine optical properties of the samples. 
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Figure 3.2: UV-Visible spectrophotometer (Photo was taken from the Chemistry laboratory 

of Kyambogo University) 

3.5 Characterization of TiO2 thin films 

The optical absorption properties of TiO2 thin films were obtained using an ultra violet (UV-

Vis) spectrophotometer in Diffuse Reflectance Spectroscopy (DRS) format. TiO2 thin films 

may have absorption features ranging from ultraviolet to visible region of the 

electromagnetic spectrum. Also, DRS mode is suitable for samples with a textured surface 

such as TiO2 thin films. The crystalline structure of TiO2 thin films and surface morphology 

of the synthesized sample were characterized using Raman spectroscopy and Scanning 

electron microscopy (SEM), respectively. Transmission electron microscope (TEM) was also 

used to determine the particle size of TiO2 nanoparticles. 

3.6 Fabrication and testing of DSSC 

The dye adsorbed on TiO2 electrode and platinum based counter electrode were sandwiched 

in such a way that conductive sides face each other as shown in Figure 3.3 (a). The tri-

iodide/iodide (electrolyte) solution was introduced between the electrodes by capillary action. 

Clips were used to bind the electrodes together (Younas and Harrabi, 2020). The performance 

of the cells was measured under one-sun illumination from a solar simulator (AM1.5 100 

mWcm-2). Keithley SMU-2450 was used to record the current-voltage (I-V) characteristics of 
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the solar cells since it is designed to function as both voltage sources and current meters 

simultaneously. 

 

Figure 3.3: (a) Fabricated DSSC (b) Solar simulator and Keithley SMU-2450 

The fabricated cell was connected to Keithley using four probe and then placed below the 

solar simulator in such a way that the photoelectrode faces the lamp of the simulator. The 

sweep starts and stop voltages of keithley were set at -1 V and +1 V respectively. The step 

voltage and source limit current were 10 mV and 1.05 A respectively. The Keithley was then 

triggered to generate a graph and the data obtained was used in origin to produce I-V and P-V 

characteristic curves. 

3.7 Determination of power conversion efficiency of a dye sensitized solar cell developed 

from hibiscus flowers, pumpkin leaves, sweet potato leaves and their composites 

Equation 2.5 was used to determine the photovoltaic performance of the fabricated dye 

sensitized solar cells (DSSCs). The open circuit voltage, short circuit current density and fill 

factor were obtained from the I-V characteristic graph as shown in Figure 3.4. 
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Figure 3.4: I-V and P-V characteristic curve. Figure reproduced with permission from 

reference (Honsberg and Bowden, 2019) 

3.8 Research design 

       This study involved experimental method of collecting data and Figure 3.5 shows a 

summary of key processes involved before the fabrication of the DSSCs. The data obtained 

was analyzed using Origin 8.5 software. 
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       Figure 3.5: A schematic diagram showing the overall experimental design 

3.9 Safety measures and precautions 

      The chemicals used in this study were properly labelled, stored and handled according to 

safety data sheets. Experiments were done while using a fume hood to minimize exposure to 

toxic chemicals. A proper waste disposal system for chemicals and solvents such as ethanol 

was done. Proper electrical safety guidelines were also followed when working with 

electrical equipment such as Keithley. There were also periodic inspections in the laboratory 

to avoid expired chemicals and equipment malfunctions. 
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CHAPTER FOUR: RESULTS AND DISCUSSION 

4.1 Introduction 

This chapter covers results and discussion of experimental results obtained. This includes; 

chemical structural properties of dye extracts from pumpkin leaves, sweet potato leaves and 

hibiscus flower, optical absorption properties of dye extracts from the same single dyes and 

their composites, characterization of TiO2 thin films and power conversion efficiency of the 

dye sensitized solar cell developed from the plant materials.  

4.2 Chemical structural properties of dyes extracted from hibiscus flower, sweet potato and 

pumpkin leaves (FTIR analysis) 

Dyes are expected to have certain functional groups for better adsorption onto the photo-

electrode thin film. The hydroxyl groups (-OH) and carbonyl groups (-CO) in chlorophyll 

and anthocyanin dyes make them bind effectively with the photoelectrode (Chang et al., 

2013). Figure 4.1 shows the FTIR spectra of single dyes P, S and H within the wavenumber 

range of 4000-500 cm-1. The broad absorption at wave number range 3600-3200 cm-1 in 

Figure 4.1a-b is due to O-H stretching vibration in chlorophyll dyes at a peak of about 3278 

cm-1. The C-H3 and C=C alkene stretching vibrations are observed at 2924 cm-1 and about 

1620 cm-1, respectively. The broad absorption for anthocyanin at 3264 cm-1 in Figure 4.1 (c) 

corresponds to H-bond (Ezike et al., 2021). The functional groups discussed in this study 

agree with the chemical structure of chlorophylls and anthocyanins as shown in Figure 4.2 

(Onah et al., 2020). Because both chlorophyll and anthocyanin dyes contain functional 

groups, they are useful as sensitizers in DSSCs (Ezike et al., 2021). 
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Figure 4.1: FTIR spectra for (a) pumpkin, (b) sweet potato and (c) hibiscus 

 

Figure 4.2: Chemical structure for (a) chlorophyll, (b) anthocyanin. Figure reproduced with 

permission from reference (Onah et al., 2020) 
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4.3 Optical absorption properties of dyes extracted from hibiscus flowers, pumpkin leaves, 

sweet potato leaves and their composites 

4.3.1 Optical absorption properties of individual dye extracts 

(a) Hibiscus 

The characteristics of absorbance of hibiscus dye are shown in the Figure 4.3 which depict 

the results of absorption spectrum of hibiscus dye extract. The maximum absorption peak for 

hibiscus is observed at 525 nm. This shows that green and adjacent colors are absorbed and 

red in hibiscus is reflected hence presence of anthocyanin pigment in hibiscus. The 

absorption peak obtained is in agreement with earlier reports (Yuniati et al., 2021, Munandar 

et al., 2022, Zainul and Isara, 2019). 

 

 

 

 

 

Figure 4.3: Absorption spectrum for hibiscus dye extract. The inset is a photograph of 

hibiscus flowers. 

(b) Pumpkin 

The characteristics of absorbance of pumpkin dye is shown in the Figure 4.4. The absorbance 

spectrum shows two maximum absorption peaks at 469 and 661 nm. This implies that colors 

in the blue and red region of the visible spectrum are absorbed and green color is reflected 

which is a characteristic of chlorophyll pigment. The maximum absorption peaks obtained 

correlate well with earlier reports (Clementson and Wojtasiewicz, 2019, Palupi et al., 2020). 
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Figure 4.4: Absorption spectrum for pumpkin dye extract. The inset shows a photograph of 

pumpkin leaf. 

(c) Sweet potato 

Figure 4.5 shows the absorption spectrum for sweet potato with two maximum absorption 

peaks at 421 and 665 nm. This implies that colors in the blue and red region are absorbed and 

green color is reflected which is a characteristic of chlorophyll pigment (Lai et al., 2008, 

Palupi et al., 2020, Cho et al., 2014). It can be noted from the spectra that color plays a key 

role in light absorption.  

 

 

 

 

 

 

       Figure 4.5: Absorption spectrum for sweet potato dye extract. The inset shows a photograph 

of sweet potato leaves. 
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4.3.2 Optical absorption properties of mixed dye extracts (composites) 

Mixing of dyes can be done by using at least two extracts that possess different properties of 

optical absorption. Dye mixing enables the dye to absorb a broader wavelength range of 

visible light that could lead to improved efficiency of photon absorption. Chlorophyll and 

anthocyanin dyes were considered in this study since they have different absorption spectra. 

Therefore, they could synergize each other. 

(a) Pumpkin and hibiscus mixture  

  Ratios of 1:1, 1:3 and 3:1 were used for this mixture. It was observed that a mixture of 

pumpkin and hibiscus dyes leads to absorption of photons in the green region which were 

previously reflected by the single chlorophyll (pumpkin) dye and also extends the absorption 

range of hibiscus. For this composite, there is a red shift from about 661 nm to between 663-

665 nm as shown in Figure 4.6, giving a difference of 2-4 nm. The red shift is due to 

presence of anthocyanin and chlorophyll interaction. The slightly increased wavelength 

allows wide range of absorption of sun’s energy which could lead to improved efficiency of 

a solar cell. 

 

 

 

 

 

 

Figure 4.6: Absorption spectra of pumpkin and hibiscus mixture at different ratios 

(b) Sweet potato and hibiscus mixture 

Using the same ratios as in pumpkin and hibiscus mixture. It was observed that a mixture of 

sweet potato and hibiscus dyes leads to absorption of photons in the green region which 

were previously reflected by the single chlorophyll (sweet potato) dye and also extends the 

absorption range of hibiscus. For sweet potato and hibiscus composite in the ratio of 1:3, 
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there is a red shift from 665 nm to 666 nm as shown in Figure 4.7, giving a difference of 1 

nm. The red shift is due to presence of anthocyanin and chlorophyll interaction. The slightly 

increased wavelength allows wide range of absorption of sun’s energy which could lead to 

improved efficiency of a solar cell. 

 

 

 

 

 

 

 

Figure 4.7: Absorption spectra for sweet potato and hibiscus mixture at different ratios 

4.3.3 Band gap analysis 

The band gap energy of all the samples were estimated using a Tauc plot and were calculated 

using classical absorption equation 4.1 (Viezbicke et al., 2015, Sumiarna and Maddu, 2016). 

(𝛼ℎ𝜐)𝑟 = 𝐴(ℎ𝜐 − 𝐸𝑔)                                                                                                            4.1 

 where 𝐸𝑔 represents the energy band gap, 𝐴 is a constant parameter, ℎ𝜐 is energy, α is the 

absorption coefficient and r represents the nature of transition in the sample. In addition, 𝑟 =

2 represents direct allowed transition, 𝑟 =
1

2
 shows indirect allowed transition, 𝑟 =

2

3
 for 

direct forbidden transitions and 𝑟 =
1

3
 is for indirect forbidden transitions. Tauc plot has 

(𝛼ℎ𝜐)𝑟 on the vertical axis and ℎ𝜐 on the horizontal axis. After plotting, the energy gap 

value, 𝐸𝑔 was obtained by extrapolating the linear part of the graph to zero. 

 

(a) Band gap analysis of individual dyes 

Figure 4.8 indicates the Tauc plot for hibiscus, pumpkin and sweet potato leaf extracts. The 

band gap value for hibiscus was calculated as 2.03 eV as shown in Figure 4.8 (a). This value 

is in accordance with what has been determined by other researchers (Saha et al., 2016). 
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Pumpkin and sweet potato dye extracts had two band gap values each, which were calculated 

as 1.82 and 2.51 eV as shown in Figure 4.8 (b) and 4.8 (c) respectively. These values 

correlate with what has been published by other researchers (Oktariza et al., 2018). 

 

Figure 4.8: Tauc plot for (a) hibiscus, (b) pumpkin and (c) sweet potato 

(b) Band gap analysis of dye composites 

The band gap spectra of dye composites are shown in Figure 4.9. The band gaps for PH and 

SH mixture in a ratio of 1:3 are 1.98 eV for hibiscus in each mixture and 1.82 eV and 2.49 

eV for pumpkin and sweet potato in the respective mixtures as shown in Figure 4.9. It was 

observed that energy gaps from dye mixtures were less than the band gaps of individual dyes. 

This is because of a better absorbance of dye composites when compared to single dyes. A 

combination of anthocyanin and chlorophyll dyes widens the absorption spectra and 

improves solar cell performance (Ezike et al., 2021). 
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Figure 4.9: Tauc plot for (a) pumpkin and hibiscus mixture, (b) sweet potato and hibiscus       

mixture 

4.4 Characterization of TiO2 thin film 

4.4.1 Surface morphology 

The morphological features of TiO2 thin films deposited on glass substrates were investigated 

using a SEM as shown in Figure 4.10. SEM image in Figure 4.10 (a) shows that particles of 

TiO2 on glass are agglomerated. In addition, the particles of TiO2 after dye adsorption in 

Figure 4.10 (b) are non-agglomerated and make large contact area. It could also be observed 

that TiO2 is irregular and grains are spherical in shape with an average particle size of 12±2 

nm as illustrated in Figure 4.11 (b). The peak of Gaussian curve reveals the average particle 

size commonly found within the sample as shown in figure 4.11 (b). 
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Figure 4.10: (a) SEM image for TiO2 on glass (b) SEM image for TiO2 after dye adsorption 

 

Figure 4.11: (a) TEM image for TiO2 (b) Histogram showing particle size distribution for 

TiO2 

4.4.2 Structural analysis 

The TiO2 thin films were structurally analyzed using Raman spectroscopy. The results are 

presented in Figure 4.12. The Raman modes indicated irregular polycrystalline thin films with 

varying high and low modes observed at 148.6, 400.0, 520.2 and 644.0 cm-1. These modes 

confirm the anatase form of TiO2 in the film (Gupta et al., 2010). 
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Figure 4.12: Raman spectrum for TiO2 on glass 

4.4.3 Band gap analysis of TiO2 

Kubelka munk equation 4.2 was used to calculate the band gap of TiO2. 

(𝐹(𝑅)ℎ𝜐)𝑟 = 𝐴(ℎ𝜐 − 𝐸𝑔)                                                                                                       4.2                                                       

Where 𝐹(𝑅) is the Kubelka munk function. From the Kubelka plot in figure 4.13, the band 

gap, 𝐸𝑔 was obtained as 3.34 eV. This value correlate with what other researchers have 

reported about TiO2 (Onah et al., 2020). 

 

 

 

 

 

 

 

Figure 4.13: Kubelka curve of TiO2 for direct transition 
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4.5 Power conversion efficiency of dye sensitized solar cell developed from hibiscus flower, 

pumpkin leaves, sweet potato leaves and their composites 

The power conversion efficiency (PCE) of the fabricated DSSCs was determined using the 

expression in equation 2.5. The open circuit voltage and short circuit current density were 

determined from the J-V characteristic graph as shown in Figure 4.14 (a). For dye sensitized 

solar cells fabricated from individual dyes, sweet potato (S) based DSSC had a power 

conversion efficiency (PCE) of 0.5 % followed by pumpkin (P) with an efficiency of 0.3% 

and then hibiscus (H) with the least efficiency of 0.08 %. The best PCE in sweet potato (S) 

based DSSC is attributed to a wide range of absorption of photons in the visible region of the 

electromagnetic spectrum and effective binding of the dye with the photoelectrode, hence a 

higher short circuit current density as shown in Figure 4.14 (a) and better performance of the 

device. Dye sensitized solar cells fabricated from dye composites have better power 

conversion efficiencies than the individual dyes. This is as shown in Figure 4.15 (b). The cell 

based on SH (1:3) dye composite has a PCE of 1.0 % which is greater than 0.65% of PH 

composite based DSSC. The performance of composite based DSSCs is attributed to a 

mixture of chlorophyll and anthocyanin dyes which shows an increase in the absorption 

wavelength range as compared to the absorption wavelength range of the individual dyes, 

hence a better short circuit current density and improved efficiency. 

 

Figure 4.14: (a) J-V characteristic curve (b) P-V characteristic curve 
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Figure 4.15: (a) Bar graph of maximum power (b) Bar graph of power conversion efficiency 

of plant materials 

From the results obtained,it reveals that there is improved transfer of electrons to the TiO2 

photoelectrode and hence better efficiency in the dye composite based DSSCs. This could be 

due to presence of increased bonds of mixed dyes that bind well with the molecules of TiO2 

allowing electron transfer from the excited dye molecules to TiO2 film. Figure 4.15 (a) and 

4.15 (b) show that the individual powers and efficiencies for sweet potato and pumpkin based 

dye sensitized solar cells are higher than that of hibiscus. However, their combination was not 

considered because they have the same chlorophyll pigment, absorb photons in the same 

wavelength range of visible light in the electromagnetic spectrum hence could not offer a 

significant different result. The photoelectric performance of the developed DSSCs agree with 

the optical absorption property of the extracted dyes as has been observed by other 

researchers (Kimpa et al., 2017). Table 4.1 shows a comparison between the power 

conversion efficiencies (PCE) obtained in this study and literature values to further position 

work in this study. 
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Table 4.1: Power conversion efficiencies obtained in this study and different plants of similar 

pigments 

Sample PCE (%) Reference 

H 0.08 This work 

P 0.30 This work 

S 0.50 This work 

PH 1:3 0.65 This work 

SH 1:3 1.00 This work 

Sabdariffa (Roselle) 0.0005 (Rosli et al., 2021) 

Callindra haematocephata 0.06 (Maurya et al., 2016) 

Pandan leaves 0.00014 (Rosli et al., 2021) 

Baobab leaves 0.11 (Ndeze et al., 2021) 

Carica papaya leaf and black 

cherry fruit (mixture) 

0.56 (Ossai et al., 2021) 
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CHAPTER FIVE: CONCLUSION AND RECOMMENDATION 

5.1 Conclusion 

Three natural dyes extracted from hibiscus flowers, pumpkin leaves, sweet potato leaves and 

their composites were used as sensitizers in the fabricated DSSCs. The extracted dyes contain 

chlorophyll and anthocyanin color pigments. The characterisation techniques used in this 

study included FTIR which was used for determining chemical structural properties of the dye 

powders, UV-Visible spectroscopy was applied to determine the optical absorption properties 

of dye solutions, Raman spectroscopy and SEM were used for investigating crystalline 

structure and surface morphology of  TiO2 films respectively. TEM was also used to obtain 

the mean particle size of 12±2 nm of TiO2 particles. This study also presents DSSCs 

fabricated basing on individual dyes and their composites made from hibiscus flowers, 

pumpkin and sweet potato leaves. Table 5.1 shows the power conversion efficiencies obtained 

from the fabricated dye sensitized solar cells. 

     Table 5.1: Power conversion efficiencies of fabricated dye sensitized solar cells 

Solar cell PCE (%) 

H 0.08 

P 0.30 

S 0.50 

PH1:3 0.65 

SH1:3 1.00 

 

The results reveal that SH composite based DSSC at a ratio of 1:3 has the highest PCE of 1.0 

% due to broader absorption in the visible region of the electromagnetic spectrum, high short 

circuit current and improved electron transfer to the semiconductor TiO2 photoelectrode 

compared to single and PH dyes. The best performance exhibited by SH composite based 

DSSC shows that mixing of dyes from different plant materials could be a very attractive and 

effective technique for improving optical absorption properties and efficiency of natural dyes 

in DSSCs. The performance of dye sensitized solar cells (DSSCs) based on natural sensitizers 

reported in this study is generally low compared to commercial synthetic (organic) dyes, 

however, natural dyes are non toxic, cheap, involve easy preparation and compatible with 
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temperature changes. This is a motivation to probe efficient natural dye molecules as a 

replacement for commercial synthetic dyes that are toxic, expensive, environmentally non 

friendly and involve complicated preparation techniques. In addition, the highest efficiency 

obtained in this study can be used to power portable devices such as solar watches and solar 

calculators hence could solve some of the society challenges. 

5.2 Recommendation 

Further investigation should be carried out on the following work. 

• Chemical structural and optical absorption properties of the dye extracts for DSSCs using 

methanol or any other solvent. 

• Chemical structural and optical absorption properties of the extracted dyes for DSSCs 

keeping the mass of hibiscus dye constant and varying that of pumpkin and sweet potato 

dyes. 

• Effect of concentration of the extracted dyes on DSSC performance. 

• Effect of PH of dyes extracted from hibiscus flower, pumpkin and sweet potato leaves on 

the working of DSSCs.  
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APPENDICES 

APPENDIX A: Raw data 

All the raw data is available with the Principal Investigator on request. 

APPENDIX B: Publication from the dissertation 

Mukhokosi, E.P., Maaza, M., Tibenkana, M., Botha, N.L., Namanya, L., Madiba, I.G. and 

Okullo, M., 2023. Optical absorption and photoluminescence properties of cucurbita maxima 

dye adsorption on TiO2 nanoparticles. Materials Research Express. 

APPENDIX C: Permission to reuse figures from other publications 

Figures 2.1, 2.2, 2.3, 2.4, 2.5, 2.6, 2.7, 2.8, 2.11, 3.4 and 4.2 were reproduced with 

permission from the authors. 
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Figure 1. (a) Raman spectra of pristine and dye sensitized Ti02 nanoparticles, (b) Surface morphology of pristine Ti02 nanoparticle, 
(c) Surface morphology of dye-sensitized Ti02 nanoparticles, (d) TEM image of pristine Ti02 nanoparticles, (e) Bar graph showing 
pristine Ti02 particle size distribution. The inset in figure bis EDX spectra of pristine Ti02 nanoparticle and the inset in fi gure c is 
EDX spectra of dye-sensitized Ti02 nanoparticles. 

L__ -

attributed to the change in the bond length in Ti02 owing to the adsorption of the dye on the Ti02 nanoparticles 
[ 15 ]. The TEM image shown in figure I ( d) confirms that the Ti02 nanoparticles with a normal distribution were 
fitted using ImageJ software [I 6]. The Ti02 nanoparticles showed a normal distribution, with a mean particle 
size of 12 ± 2 nm, as shown in figure I (e). 

3.2. Optical properties of pumpkin dye extracts 
The optical absorption properties of Cucurbita maxima leaf dye extract at different concentrations are shown in 
figure 2(a). Five broad absorption bands were observed in the ranges of< 400, 450-500, 521-551, 596-630, and 
635-674 nm for all concentrations, with maximum peaks located at 333, 421, 462, 533, 613, and 662 nm, 
respectively, as shown in figures 2(a) and (b) respectively. A peak at approximately 333 nm represents the 
existence ofC=O or C=C functional groups that are responsible for the n-7f• electronic transition that can 
initiate electrical circuits in DSSCs and can facilitate their adsorption onto Ti02 surfaces [I 7, 18]. Two 
prominent absorption bands in the blue visible ( 450-500 nm) and red visible (635-674 nm) ranges have been 
observed in other related studies and are attributed to the presence of chlorophyll band chlorophyll a [19, 20]. 
From figure I (a), it is observed that the absorbance increases with dye concentration and can follow the Beer­
Lambert Law represented by equation (1 ). 

A= cCI (1) 

Where A absorbance, Eis the molar absorption coefficient, C is the molar concentration, and I is the optical path 
length [21 ]. Broadening of the bands in the range 635-674 nm was observed for higher concentrations, 
indicating chlorophyll-chlorophyll interactions, as has been observed in similar studies [ l 9]. The bandgap 
energy of the material in the solid-state form is the difference between the conduction and valence band energies. 
In organic molecules, the valence band is represented by the highest occupied molecular orbitals (HOMOs), and 
the conduction band is represented by the lowest unoccupied molecularorbitals (LUM Os) [22]. The value of the 
band gap for organic dyes can easily be obtained from the maximum absorption peak in the UV-Visible spectra 
and computed using the relation 

E = __!!::__ = 1240 (eV) 
Amax Amax 

(2) 

3 
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Figure 2. (a) Absorbance versus wavelength of pumpkin dye extract at different concentrations, (b) Isolated spectra without saturation 
for peak identification, (c) Tauc plot for direct band transitions of the dye extract and (d) General chemical structure of Chlorophyll. 
Reprinted from [30], © 2018 Elsevier GmbH. All rights reserved. 

where Amax is the maximum wavelength in the absorption spectrum. The calculated band gap using this 
approach were 3.72, 2.95, 2.68, 2.33, 2.02, and 1.87 eV for Amax corresponding to absorption peaks located at 
wavelengths of333, 421, 462, 533, 613, and 662 run respectively. To ascertain the accuracy of these energy values, 
the band gap of the Cucurbita maxima dye extract was estimated using the Tauc plot, as shown in figure 2(c) for 
direct optical transitions. The Tauc plots were based on equation (3 ). 

(ahv)" = A(hv - Eg) 

where a is the material-dependent absorption coefficient, hv is the photon energy, A is a constant, Eg is the 
optical bandgap, and n is the type of electronic transition, which is 2 for the direct band gap and 1/2 for the 
indirect band gap [23- 26]. The direct allowed band gaps were calculated as 1.81 and 2.52 eV. These two band 
gaps are consistent with the energies corresponding to the maximum absorption peaks at 662 (1.87 eV) and 

(3) 

462 nm (2 .68 eV), respectively. These energies represent two optical windows for light absorption by the 
chlorophyll. Blue visible region and near-red visible region of the electromagnetic spectrum. The values of the 
bandgap in the two optical absorption windows in the visible range show that the extracted dye can be an 
effective sensitiser for photovoltaic applications. The Tauc plot method is known to provide approximate values 
of the band gap because it assumes an ideal parabolic band structure and depends on the type of transition [27]. 
This method has been adopted to calculate the band gap for chlorophyll a and anthocyanin pigments in related 
studies with acceptable levels of accuracy [17, 19, 20, 28 , 29]. The general molecular structure of chlorophyll is 
shown in figure 2(d). 

3.3. Optical absorption properties ofTi02 

3.3.1. Thin film and TiO;/Dye adsorption 
We investigated the optical properties of nanocrystalline Ti02 thin films on soda-lime glass substrate (SLG) and 
Cucurbita maxima dye adsorption on Ti02 nanoparticles using diffuse reflectance spectra (DRS), as shown in 

figure 3(a). The DRS was then converted to an equivalent absorption spectrum using the Kubelka-Munk (KM) 

function described in detail elsewhere [24 , 33]. This function is represented by equation ( 4). 

4 



IOP Publishing Mater. Res. Express I 0 (2023) 046203 E PM ukhokosi et al 

(a) 

100 

,......_ 80 
~ 
'-' 

Q) 
60 0 

t:l 

"' ..... 
0 

40 Q) 

i:;:: 
Q) 

~ 20 --SLG/Ti0
2
-450 °C 

--SLG/TiO/Pumpkin Dye 
0+-~..--~.--~.--..-,~----.~-..~-r-r--i 

4 

200 300 400 500 600 700 800 900 1000 
Wavelength (run) 

-- SLG/Ti0
2
-Pumpkin dye 

o.s.~----~----
mpkin dye adsorbed on TiO~ thin film 

0.6 

60() 700 800 900 1000 
Wave-Length (run) 

0 

200 300 400 500 600 700 800 900 1000 
Wavelength (nm) 

0 

200 

80 (d) 

- SLGfTiO, 450 °C 
80 

E
1 
~ 3.33 <V Ji 

1.0 1.5 2.0 2.5 3.0 3.5 
Energy (eV) 

400 600 800 1000 
Wavelength (nm) 

-- SLG/Ti0
2
-Pumpkin dye 

Pumpkin dye adsorbt:d on TiO~ thin film 

60 
N E 
e ~1 
~40 -., 

N,e !1 
;;-
"§ 20 
'-' 1.0 

E ~I.80e 
•' 

1.5 2.0 2.5 
Energy (cV) 

Ol-=:;:=::;:::=::;:::::::::;:=:=;:::=;:::::::;::~=-.L___j 
1.0 1.5 2.0 2.5 3.0 3.5 

Energy (eV) 

Figure 3. (a) Diffuse reflection spectra (DRS) ofTi02 on soda lime glass substrate (SLG) and pumpkin dye adsorption on TiO,, (b) 
absorbance versus wavelength and in-set is Tauc plot for Ti02 thin film on SLG, (c) Absorbance versus wavelength and in-set is 
magnified image forthe region of pumpkin dye adsorption on Ti02 thin film, (d) Tauc plot for SLG/ TiO,-pumpkin dye adsorption 
and in-set is magnified image for the region of pumpkin dye adsorption on Ti02 thin film . Experiments on SLG/ Ti02/ Pumpkin dye 
adsorption were carried out after 30 days. 

F(R) = (I - R)2 
2R 

These terms have their usual meaning, as described elsewhere [24]. The band gap was computed by making a 
Tauc plot related to equation (5) 

(F(R)hv) = A(hv - Eg)" 

(4) 

(5) 

The terms in equation (5) have their usual meanings, as explained in previous related studies [11 , 34]. The optical 
bandgap of the Ti02 sample was estimated from the Tauc plot, as shown in the inset of figure 3(b), that is, a plot 
of ( ahv) 2 against hvfor the direct bandgap material and calculated from the linear fit as 3.33 eV. The absorbance 
ofCucurbita adsorbed on Ti02 nanoparticles is shown in figure 3(c), which shows three distinct regions, which 
correspond to the optical bands for Ti02 in the Uv region: Cucurbita maxima in the blue visible ( 450-500 nm) 
and red visible ( 635-67 4 nm) ranges which imply the presence of chlorophyll band chlorophyll a, respectively, 
that have been adsorbed on the Ti02 nanoparticles [19, 20]. The inset offigure 3(c) shows the enlarged region of 
the expected region where the adsorption of Cucurbita maxima dye on Ti02 nanoparticles is expected. The 
bandgap was estimated using a Tauc plot, as shown in figure 3(d). The inset of figure 3(d) shows an enlarged 
region ofCucurbita maxima dye adsorption. Three band gaps were estimated as 3.29 eV corresponding to Ti02 

region, 1.88 and 2.55 eV corresponding to the absorption region of Cucurbita maxima adsorbed on Ti02 

nanoparticles. These studies confirm that Cucurbita maxima can be used as an effective sensitiser for 
applications in DSSCs. 

3.3.2. Photoluminescence properties of Ti02 thin film and Ti Or Pumpkin dye adsorption 
Photoluminescence of dye pigments is important for establishing a link between photoemission and the 
conversion to photoelectricity from natural plant-based dye sensitisers for DSSCs applications [35]. Figures 4(a) 
-(c) show the photoluminescence emission spectra ofTi02 nanoparticles, Cucurbita maxima powder dye, and 
Cucurbita maxima dye adsorption on Ti02 nanoparticles, respectively. For the Ti02 nano particles, it was found 
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Figure4. (a) PL spectra ofTi02 on SLG annealed at 450 °C, (b) PL spectra of pumpkin powder and (c) PL spectra ofSLG/ TiOr 
pumpkin dye adsorption after 30 days. 

that the maximum peak intensity was approximately 435 nm. Three peaks were observed for C. maxima. A 

broad peak was observed in the blue region with a maximum intensity of 462 nm, a sharp peak at 675 nm in the 

red region, and an arm at approximately 726 nm. These peak intensities correspond to energy values of2 .85 eV 

for Ti02 and 2.68, 1.83, and 1.71 eV for Cucurbita maxima. Two peaks were identified for the Cucurbita dye 

extract adsorbed on Ti02 nanoparticles, two peaks are identified. They are positioned in the blue region at 

451 nm, corresponding to 2.75 eV, and red region at677 nm to 1.83 eV. The energy values were consistent with 

those obtained by UV-vis spectroscopy. No green emission intensity is observed in the spectra. Similar peaks 

were observed in other studies [36]. Figure 4( c) shows that the photoluminescence peak at 726 nm disappeared. 

The disappearance of this photoluminescence peak may improve the optoelectronic performance of the solar 

cells [37- 39]. 

4. Conclusion and way forward 

We provided the crystal structural, optical, and photoluminescence properties ofTi02, Cucurbita maxima, and 

Cucurbita maxima dye adsorbed on Ti02 nanoparticles for potential application in DSSCs. The optical 

absorption properties of Cucurbita maxima show two prominent absorption bands: blue visible ( 450-500 nm) 

and red visible ( 635-67 4 nm). The photoluminescence spectra of the dye extract and its adsorption on the Ti02 

nanoparticles showed two prominent peaks in the blue and red regions of the electromagnetic spectrum, and no 

significant peak was observed in the green region of the electromagnetic spectrum. This study provides a more 

fundamental understanding of the applications of chlorophyll as a sensitiser in DSSCs. For future applications in 

DSSCs, and for effective optical absorption across the entire UV-visible-near-infrared range electromagnetic 

spectrum, it is recommended to make a composite of Cucurbita maxima dye extract with another pigment that 

absorbs in the green region to enhance the photo-absorption and improve the photo-to-electric conversion 

efficiency in DSSCs. 

6 



IOP Publishing Mater. Res. Express IO (2023) 046203 E P M ukhokosi et al 

Acknowledgments 

This research was financially supported by The World Academy of Sciences-United Nations Educational, 
Scientific and Cultural Organisation (TWAS-UNESCO) Associateship Scheme at the Centres ofExcellence in 
the South fellowship program, the United Nations Educational, Scientific and Cultural Organisation-University 
of South Africa (UNESCO-UNISA) Africa Chair in Nanosciences & Nanotechnology, the Nano-sciences 
African Network (NANOAFNET) and Kyambogo University Competitive Research Grants. We appreciate 
Juma Moses Wabwile of Physics Department of University of Nairobi for carrying out the Raman Spectra 
Experiment.We would like to thank Editage (www.editage.com) for English language editing. 

Data availability statement 

All data that support the findings of this study are included within the article (and any supplementary files) . 

Author contributions 

All authors contributed to the study conception and design. Material preparation, data collection and analysis 
were performed by Emma Panzi M ukhokosi and Maliki Maaza. The first draft of the manuscript was written by 
Emma Panzi Mukhokosi. All authors read and approved the final manuscript. 

Conflict of interest 

The authors declare that there is no conflict of interest regarding the publication of this article. 

Supplementary information 

Not applicable. 

Ethical approval 

Not applicable. 

ORCIDiDs 

Emma Panzi Mukhokosi • https: ,.f orcid.org/ 0000-000 1-9229-382 1 

References 

[I] Gong), Sumathy K, Qiao Q and Zhou Z 2017 Review on dye-sensitized solar cells (DSSCs): Advanced techniques and research trends 

Renew. Sustain. Energy Rev. 68 234--46 
[2] Sharma K, Sharma V and Sharma SS 2018 Dye-Sensitized solar cells: fundamentals and current status Nanoscale Res. Lett. 13 1-46 
[3] Mozaffari SA, Saeidi Mand Rahmanian R 2015 Photoelectric characterization of fabricated dye-sensitized solar cell using dye extracted 

from red Siahkooti fruit as natural sensitizer Spectrochim. Acta - Part A Mo!. Biomol. Spectrosc. 142 226- 3 J 
[4] Singh Eand Nalwa HS 2015 Graphene-based dye-sensitized solar cells: a review Sci. Adv. Mater. 7 1863- 912 
[5] Chandra Maurya I, Singh S, Srivastava P, Maiti Band Bahadur L 2019 Natural dye extract from Cassia fistula and its application in dye­

sensitized solar cell: experimental and density functional theory studies Opt. Mater. (Arnst). 90 273- 80 
[6] Kumavat PP, Sonar P and Dalal D S 2017 An overview on basics of organic and dye sensitized solar cells, their mechanism and recent 

improvements Renew. Sustain. Energy Rev. 78 1262- 87 
[7] Gu P, YangD, Zhu X, Sun Hand Li J 2018 Fabrication and characterization of dye-sensitized solar cells based on natural plants Chem. 

Phys. Lett. 693 16-22 
[8] Al-Alwani MAM, Mohamad AB, Ludin NA, Kadhum AA Hand Sopian K 2016 Dye-sensitised solar cells: development, structure, 

operation principles, electron kinetics, characterisation, synthesis materials and natural photosensitisers Renew. Sustain. Energy Rev. 65 
183-213 

[9] Anoua R, Touhtouh S, El Jouad M, Hajjaji A, Bakasse M, Sahraoui B, Pl6ciennik P and Zawadzka A 2022 Absorbance and 
photoluminescence study of pomegranate for dye-sensitized solar cells Mater. Today Proc. 66 I 09- 1 I 

[I OJ Yadav SC, Tiwari M K, Kanwade A, Lee H, Ogura A and Shirage PM 2023 Butea monosperma, crown of thorns, red lantana camara 
and royal poinciana flowers extract as natural dyes for dye sensitized solar cells with improved efficiency Electrochim. Acta 441 l 4 I 793 

[I I] Aldeen TS, Ahmed Mohamed HE and Maaza M 2022 ZnO nanoparticles prepared via a green synthesis approach: physical properties, 

photocatalyticand antibacterial activity J. Phys. Chem. Solids 160 l 103 13 

7 



IOP Publishing 
- ---

Mater. Res. Express 10 (2023) 046203 E P Mukhokosi et al 

[12] Medjaldi F, Bouabellou A, Bouachiba Y, Taabouche A, Bouatia Kand Serrar H 2020 StudyofTi02, Sn02 and nanocomposites Ti02: 
Sn02 thin films prepared by sol-gel method : Successful elaboration of variable-refractive index systems Mater. Res. Express 7016439 

[ 13] Apopei P, Catrinescu C, Teodosiu C and Royer S 2014 Mixed-phase Ti02 photocatalysts: crystalline phase isolation and 
reconstruction, characterization and photocatalytic activity in the oxidation of 4-chlorophenol from aqueous effluents Appl. Cata/. B 
Environ. 160- 161 374-82 

[14] Choi H C, Jung Y Mand Kim SB 2005 Size effects in the Raman spectra ofTi02 nanoparticles Vib. Spectrosc. 37 33-8 
[15] Ananth S, Vivek P, Saravana Kumar G and Murugakoothan P 2015 Performance ofCaesalpinia sappan heartwood extract as photo 

sensitizer for dye sensitized solar cells Spectrochim. Acta - Part A Mol. Biomol. Spectrosc. 137 345- 50 
[16] AbramoffM D, Magalhaes P J and Ram SJ 2004 Image processing with image) Biophotonicslnt. 11 36-41 
[17] Alhorani S, Kumar S, Genwa Mand Meena P L202 l Dye extracted from Bae! leaves as a photosensitizer in dye sensitized solar cell 

Mater. Res. Express 8 11 5507 
[18] Zhang Land Cole] M 2015 Anchoring groups for dye-sensitized solar cells ACS Appl. Mater. Interfaces 7 3427- 55 
[19] Alhorani S, Kumar S, Genwa Mand Meena PL 2022 Performance of dye-sensitized solar cells extracted dye from wood apple leaves 

J. Phys. Commun. 6 085012 
[20] Milenkovic SM, Zvezdanovic J B, Andelkovic TD and Markovic DZ 2012 The identification of chlorophyll and its derivatives in the 

pigment mixtures: HPLC-chromatography, visible and mass spectroscopy studies Adv. Technol. I 16-24 
[21] Yu Q et af 2022 Liquid-liquid phase reaction between crystal violet and sodium hydroxide: kinetic study and precipitate analysis R. Soc. 

Open Sci. 9 220494 
[22] Travaly Y, Bertrand P, Rignanese GM and Conze X 1998 Theoretical modeling of the nucleation and growth ofaluminium films 

thermally evaporated onto Poly( ethylene terephthalate) substrate J. Adhes. 66 339- 55 
[23] Saikumari N, Preethi T, A barn a Band Rajarajeswari G R 2019 Ecofriendly, green tea extract directed sol-gel synthesis of nano titania 

for photocatalytic application]. Mater. Sci., Mater. Electron. 0 0 
[24] Mukhokosi E P, Krupanidhi SB and Nanda K K 2017 Band gap engineering of hexagonal SnSe2 nanostructured thin films for infra-red 

photodetection Sci. Rep. 7 15215 
[25] Mukhokosi E P, Krupanidhi SB and Nanda K K 2018 An extrinsic approach toward achieving fast response and self-powered 

photodetector Phys. Status Solidi Appl. Mater. Sci. 215 18004 70 
[26] Mukhokosi E P, Roul B, Krupanidhi SB and Nanda K K 2019Toward a fast and highly responsive SnSe 2 -based photodiode by 

exploiting the mobility of the counter semiconductor ACS Appl. Mater. Interfaces 11 6184-94 
[27] Segura A, Sanchez-Roya J F, Garcia-Domene Band Almonacid G 2011 Current underestimation of the optical gap and Burstein-Moss 

shift in CdO thin films: a consequence of extended misuse ofo2-versus-hv plots Appl. Phys. Lett. 99 2- 5 
[28] Mahadik SA, Yadav HM and Mahadik SS 2022 Surface properties of chlorophyll-a sensitized Ti02 nanorods for dye-sensitized solar 

cells applications Collo ids Interface Sci. Co1111111111. 46 100558 
[29] dos Santos FM M, Leite AM B, da Concei~ao LR B, Sasikumar Y, Atchudan R, Pinto MF, Suresh Babu Rand de Barros ALF 2022 

Effect of band gap energies by various color petals of Gerbera jamesonii flower dyes as a photosensitizer on enhancing the efficiency of 
dye-sensitized solar cells]. Mater. Sci., Mater. Electron. 33 20338- 52 

[30] Adedokun 0, Sanusi Y K andAwodugbaA 0 2018 Solvent dependent natural dye extraction and its sensitization effect for dye 
sensitized solar cells Optik (Stuttg). 174 497- 507 

[31] Ezike SC, Hyelnasinyi C N, Salawu MA, Wansah J F, Ossai AN and Agu N N 2021 Synergestic effect of chlorophyll and anthocyanin 
Co-sensitizers in Ti02-based dye-sensitized solar cells Surfaces and Interfaces 22 100882 

[32] Israsena Na Ayudhya T, Posey FT, Tyus) C and Dingra N N 2015 Using a microscale approach to rapidly separate and characterize 
three photosynthetic pigment species from fern J. Chem. Educ. 92 920-3 

[33] Vesna Dzimbeg-Malcic Zeljka Barbaric-Mikocevic KI 201 l Kubeika-Munk theory in describing optical properties of paper (I) Teh . 
Vjesn. 18 117-24 

[34] Chand P, Gaur A and Kumar A 2013 Structural, optical and ferroelectric behavior of hydrothermally grown ZnO nanostructures 
Superlattices Microstruct. 64 33 1-42 

[35] Shobana M, Balraju P, Senthil Kumar P, Muthukumarasamy N, Yuvakkumar Rand Velauthapillai D 2022 Investigation on the 
performance of nanostructure Ti02 bi-layer as photoanode for dye sensitized solar cell application Sustain. Energy Technol. Assessments 
52 102295 

[36] Adedokun 0, Adedeji 0 L, Bello l T, Awodele MK andAwodugba A 0 2021 Fruit peels pigment extracts as a photosensitizer in ZnO­
based Dye-Sensitized solar cells Chem. Phys. Impact 3 100039 

[37] Lin Y, Lin G, Sun Band Guo X 2018 Nanocrystalline perovskite hybrid photodetectors with high performance in almost every figure of 
merit Adv. Funct. Mater. 28 1705589 

[38] Wu W S, Hao H L, Zhang Y X, Li), Wang J J and Shen W Z 2018 Correlation between luminescence and structural evolution of colloidal 
silicon nanocrystals synthesized under different laser fl uences Nanotechnology 29 025709 

[39] Hao H L, Wu W S, Zhang Y, Wu L Kand Shen W Z 2016 Origin of blue photoluminescence from colloidal silicon nanocrystals 
fabricated by femtosecond laser ablation in solution Nanotechnology 27 325702 

8 



C • s 100.copy •ghlc 

C Rightslink 
.., 1. 

.... gr. n ·~ hat 

Performance evaluation of solar PV module with filters In an outdoor environment 

Autl 01 

Pub K"tl 

Pub l, r 

Date 

Cre;.tive Commons Attnbution-NonC orrw,,,rc.al-No Derivatives License (CC BY NC ND) 

de rte' 
.i~e~ yo._ 
Jr '00 r 

"7 20H (c,'-yr•gr:;. Al 1g~~s ,.,,e: .. e-.-.ed 
Cornme-r.·s. './.'e wouto 1,,.,.. O:fl ~.:ar r1,,.1r 

• dd "· "" I'. t ,e ur~1 .. " BV. IC ND) 
extract. 'ro·p the art cle In other work~. and text or ata M• e the article, 

ev•· r ' 1 y ""' reate al\dptat1ons ot the arti•l e for you• own personal use only 
-r J : t::: r·~1r1ul )rk togi:or,,E:1 :,ith a in~ t•:i the formal publica ion rhroug the relevant DOl 

e• a e ierr 1tted you "1ust ·nd1ca:e II ony charges"'~ n.aJt but not moil) •'•dY thdt suggests the 

CLOSE WINDOW 

Scanned by CamScanner 



Chemical Soc ie ty reviews 

P.1bl .. ~'iflntype. :ir -.~ 

.!.rt1d~· "''"-:· ::io. ""· "''~::\·<! ~~. -;;._~ !'" • - r .:~~ "·" .;r ,. 

!SS 'I, . ~ • 

P1 •b\1:- '1:1cin Ylf';;r - '- i:.. :;., ""'': ~· 
r vblisher :::c:···"'·- :::.-::ic FT r ~;. 1... - £ .',: . .,.i:.v ETC· 

~DOITIONt. L DEUILS 

!'ht- ·.ew1~stmr. 

f-'e1 ~.on101 ~an1z;it1on to 

i=..r pe ::ir on fht- ure:ns.t:-

nttps:11do1.org110 1039tC.:iCS00309H 

T1benkana f.·1ohammad 

P.EQJESTED CONTENT D ETAILS 

Tit!':'. De5cnpton or Numeric 
Reft:rt:nce of the Portlon(s, 

Ed:toi 0f POI [. :)n(s) 

Volunir · :..di t on 

P,'1. r- t, · P.~v.t- P..1ngf of 
For~1oq 

Vegetable-based dye-sensi tized sotar cells 

Calogero Giuseppe:: Bartolotta. Antonino. Dt ~ 

3244-3294 

Lan 1.1.~ge: ~ .... ; :;' 
Country: c.- r.ed Kir ?do:n o'.· u~ear E ~_:a 1 ano ··,ofr.i-e t·~. eta,.. ::i 

Right!iholder: f'.oy:a l 5C··.:l~tv of et·~:T1sn:, 

Addit ional Details 

Add1t1onal information fo r 
your request 

Attachment 

Title of tt1e Article/Chapter 
the Portion Is From 

Author of Port\on{s) 

issue. If Rept1bl ishing an 
Article Frotn a Se r ial 

Pl1b!ication Dt1 te of Portion 

Att.lch ... 111 

Vegetable·based dye.siensitized solar ce'ls. 

Calogero. Giuseppe: Bartolotta. Antonino: Di f, 

10 

2015-05-21 ii 

/ 



WILEY 

Orn>:' Completed 

11 e1»s:1 ;! Coflten l Tit!"' 

l. .en.:; d Content Auth-:ir 

L : ns·· :I cc~lte nt o~,-c~ 

r • 

Tnl 

Book: So\ o St .re i..:r .:·-· is tr , an:j :s .-.r:c'1 -: "·tnns. 2"-.d t.c::1')n, StuCen: Edlt1cn 

Aurhor· .-r1:•~ . P ;' .._;st 

Publisher: c·;r ' E1 ~··'<1 ::,c"1s 

--, ,1-

,1 <;; ' 

f ).' .... f': .• ~:::TS~) ~·"':'Q'.I sc_::CTED r v-.N-
M . .;iff:.:.. i..s ;oR o-..c :7.EJ\SJT'ZffJ S(; ... .::..::; 

(f_LS 

Orrter Oe1a1I< 

Type of use 

RPquesto r type 

Forma1 

Port.ion 

Nurnner of f1guresn:ables 

'.''/ill you be tran:.!ating7 

Ord r reference number 

Portjons 

.r.r1 1··." 

Publisher Tax ID 

u ,ga •"•j.;: 
··.(!."!: : ." :,1C""i'T ·~:; T".::·:,..-<C."? 

'E. .-::c.tn:.<'1! ( 

Total: 0.00 USD 



Titanium dioxide synthesized using titanium chlor id e: size effect study using Raman spectroscopy and 
photoluminescence 

Author c ·1·- 3d!/..'" ..• ~ <~~ s,.,r )L p, M;,.,;!a t Jr :l 0:.( ~11 

Pl.bhcJtion /:,;n·· .' 0' t.;,~p -, " S:-:i'::':::trcsn. :h 

Pub!is!1ec.,,,:'"!I" :./ f: / :.i ·dsc-;s 

O<'\te. ::.i:l i~· 

Orde• Comp lHed 

l J_ i·'' ante: 

:._ Or de,.. Dctu· s 

l ::-=nsed C 1ten t 15'-Sd t: 

L ci::nse;:! Content Pa,;es: 

1r:snut10·1 rJ.3trH2 

ExpHt~t~ 1Ht1Sentation date 

Rt;:; .Jestur loc:it.·:>n 

i · .. ,; r--u..,.. ~· o~-c~ !;)11i tres : .::'J us·r.;; 
UC ... (.,'I C"'\ :: ~ . ·.::::e ~V-:-n ::::t1,;.:.y j~;r [;. 
Rar"·ar. ~r~c:10:.ic-:?> ~"'··d 
pr ::: -: c.·li.. ·1~: .... e.:ct" :e 

D -·1 • .~ Sc-::1~p; ·:e, .?Sh S; .. :.:J. Pre/ _,'!.:i K. 
v·a i:: :.; 

~.a -,µ011.:. c~.--··~1 .... : c 
L'ga · :.2 

Type of us-e 

Requesto< type 

Format 

Portion 

Number offigures/tables 

Will you be u;insl~~t i ng? 

':ii- Add1cionJI Datv 

Order reference number 

Port1ons 

D T,ix Dctuils 

Publisher Tax ID 



Wt LEY 

Order Com pleted 

l.1Cfl'L;t'r:1 Content 0 ?.{f 

L.: .. '~ei Cont tnf PJg~s 

J( o·k 

Tit:2 

y ...... ! 

Rec .• ~s·or lo<:J: c·1 

lo:t 

Chapter ..... o~:: ·pt,,:"·: 10 Pn·Jlocu·-rt-rir: 5r.:-:ctros :·.:,py .. tll t-l lgll Jyn~:ifY'.: r-!ar·5e 

Author T'K .... 1,'l".i 'rcr "'"':Z -r1~· '"r')LJS C'"·nStiO'l r.' -~1- : :. • I ... '?r 

Date ,li 2::: :::r..· It 

r - - k 

l"t. e rm :"'. ·r 

..:.b·.:rA•J: )f" d"·~: "~-: ~G':.Ufr~nt 

;~~i:tr·_i:t.::o·. tr· Yf,€." ')/ ~~1'1iC ;:,,;H";~~ 

c -'£! 1 .: .. - .;. .. :;- PL<:..,.. u;;:.;_ ,! 'J D c= - ,....:..;.. 
t..SS('Dil- ')", ;;.:wF~r;i - ; ::S o.: :><:5 
::.,-:-,:;,,....,,:T::J '=~C '.' ::·:: L::CTED PL~'·J..,.. 

f,1.!., ..... ;:?-~, . .S :o;:, DY:: :;E.\S ... IZEL:: SOL;:.-, 
\.::: __ :. 

1-,a:·"0"'; ·• ~,. ! ,.;I .::.::o: 
U~"'. ·.~<: 

,.;tT'"1: ,,'-· 'l•J hiOT')"'~:;T .:.'2r~.:'12 

We r,:;_,.-,_ c ~....:.i 

Ord_ - Det.,,ls 

Type of use 

Requestor type 

Formcl t 

Port ion 

Number of figuresJtables 

Will you be tran sl.J ing? 

artier referencl! number 

Portions 

?ubh:,her Tax ID 

E-!CmJr: 

=:12· ... r-::t.;;·.: e 

'.o 

1tt:p;, J :i .>: "?.: • D. lC::'.'.•2 '9/j35.~7£:;: ~ LS.c 
1-iB 

Tot<tl: 0.00 USO 



SPRINGER NATURE 

Orrler Completed 

L:Co(l'.'iNJ C.:m:~nr Pu bli s h~' 

Ultraviol er -Visible (UV-VIS) Spectroscopy 

Author· t, ~,r.:i-1v:~z_d s ...... :! Han- j 1\:..:a~i'"1, <ari'.. Q.E:11mL'n 

Publication. sv r ·e' ~8-)C· 

Puhhsher· <,::: .nr: 'C: :· .1.·· •. n+: 

Date. i-1 ..:c .::c 

' r 

Type of Use 

L :er ,ed Cont~nt Publca t1o n 

L c~n"'ed Connmt Ti tle 

Requestor type 

Format 

. (,,_ I, ,r.,: 

:.-h;'"'an"-r,;,:: :3. c Ha"'1 J f·.r-.a::n :,;:r ··,«J 

!:.;.•::f'r''.3, 

':"'"!E'.1(;.,:.._7,-quc-u~A .• AND c=--:c:.. .. _ 

~-.2~ c-;o- ,,,:-_ o;;:c:. c R- ~ ;; s o:: DYES 

::;-..-~. '~T.:c::·:::u\,SS.L.';.C- ::C' = .. A"f"" 

'.1.,:. - Ef::A '.. S : op DV E SENs:-:-1 z.E ) :.CJL!.t:' 

.J,g:· . '.}~~ 
:_. .. ,.. '1·:'",c: ;· 1~ .:; i:: Tit:--~: :.a~·.:. 

').( -~ U'.: !) 

Portion 

Number of 
tieures/tC'! bl e.s ll !lust.rat ions 

Will you be translating? 

Circolation1dlstribt1tion 

Amhor of thi s Spnnger 
N ;Jtu re cont t:> n t 

Order· re ference 11un•ber 

Portl<:in s 

:l I., Det ils 

11) 



+.IEEE 
Rrq uutinq 
permission 
to u ust 
content from 
•n IECE 
i:iubllcat1on 

Deve lopment of a multi-source solar simulator for spat ia l un iformi ty and close spectral matching to 
AMO and AM1 .5 

Conference P roceedlnfs~ _, · .~7tf'1 IEEE C.'110\C· "l!t.:1 • ~po::cla sts (c"1tere1"'C.E: 

Au thor. St~'Pr ':!'" , p,· ii·· 

Thesis/ Dissenation R"use 

"h~ JEE[ ct:'I~ ~ .• not require 1nmvidu .:i!s vmrkif"I on a tiwsis to obtain a forrnt'll reuse i1Cense. however, you may pnnt out this statement to he used as c1 

C":'f n ).~·IOfl f!r i nt 

1 :1·:: •:Y,r:: : i- t;:-. ru;;! rnc->'·1";1 v~ r·:r :: ')C ... q ·.,i..~t:-s i:r re'.errn6 ·c n1r..' "'c -k •:1 t:rrn·1 i:r ese paGer:-;J users m,Jst E' 1,.·e. fu crE.dH: to tlle 1'.lng
1,.h.:I -~Ol~·ei:7 (d'..d»:· 1· 

~t:'.r., .-:1' ·"ifc l_ .. i:·1t,,'T!? C(.:.11· 6n:'r.~ ~ ~c· EEE 
•1 ri -~ c~:::e :· .;::.ul~ r.1-::.:r1 :. '"( tzi [. ~l _ rr¢t-1·::: t,:; r,.,c,J 1~ t"'t:H tt'-= ccoy ./ ·. 1r·~ ~· ['e?r of :y:gi·-.::.' publccl-on} :'.:EE Cpj;ea'" \. ·c"'ri:r:t!)' '<'>tti"1 r,:i c :~ ,..:p· r co 

1 -1-,,:: L, ( . 1··1g 1E:E ;:cµJngl· ~ o eo t (C.:;ce: shLu·j te- ch-:•:'.'d pre"" r·e ,.iT\1 ff'! er·;: references; : [yeY of cngir.:I p.1b1-:at1::m) E: EE: Reµ n"nt::d. \".'1:h ~ i:n~-'~-;·cr . 
··r·:.:r'· .'~l:i'ic~ t' J'"f'lr::;. c ";; e .. ~rt!'.:'. :TE ~~ -- ut.c.:n 1.1:k: . <ftd rncnthi1·e .... r d c·. '.~'·:: -::::.:r] 

·::· ~· 1,v 1 "' o;: J '.("'"i: ". E'!:! ·: .;:1 <_: ;(. 1 ~ r df' 'EEE CL:1r;~r ~.;r bi? ~;S ~C: t1. ;ier· f .:;:st 'lg •·he pu i;e•· or yet;" thesi~ Jn-llr:e. 
·1 I','"~ ·h:. ·J ~s ~en th? ~J~t- y s ·;.~!: : :e ;: 1ease d1s1:'..oiy 1te ~c.lc:,ir.~ rr t:"ss:age in a prc,rru··e i~t pl.5.ce C'1 th.e ~·:eo::te In reft:renLt :o :EE 

n;:: .:;.r i,~i .1· c:1 used •:...tn r: rti ·~~ ~f".:::s .s. trif:' 1Ef.C: oc2s no!: f'r: d.)rsr. any of (un,v.erc·ity/2(11. .. ~: a: ::na! 2nt1i:y ~· l'h~\T.E g::r:s r--:r·r" .; ~. v: J. ·-Ls 
r1_ .~,,.. .~' c · !="'1 ,:-ona1 ..;5<'' of ~r ~, rntHeri,:1i : :.~!····n1:r.:::d .. r ir•te··r~a:i:-d !q repr1nl:i r ~i .. ~put:l1~hing IEEE copyr1g!· ed r1a:enal ··o ~ ad .. erfT:. ··1g ... ,... 
r .. 0 c;,,.;se; 01 ··c, ('~"Jr.;:;. r·<?·,\' C:) ect1v1:: w<Jd sf<:>·· r•.:s :i:-: c1· r.;:"J:i~~:,· o u t10·1 o\~:ise gc w 
'°"r;., ·· 1 - ,d:•! I'. ui: -·~ :1 ·11 · 'i:1fj3 .'[ .Jt) ;ct1Cn:;.' 1· ~~t--::;;rn?,t'~S :n ~ n.r·· to h~arn h<::<.\' {(1 C.bta1n .:-: LiCE::n~•? frc.rn ;_ ghtSl. '1 



• 

Orck·r Cornpl>:tecl 

e-·~ 'I Conte:it Tit le 

.1 · ' 

Comparative photo-response performances of dye scnsiti:'.ed solar cel ls using dyes from 

selec ted plams 

'"'ut11or. :rc11i-an--~l· " ci·y·,': 1..1 '._ ... :.:-h .. l.1',C i1" fft2.< ~1 .: 'i' '( /t2. Pt.i7' "·:t-::1.:. (\::CdVC.V. Ek:;o;:c!·. L-'.·, .. \J
1
SrJC;r1i· rnaJ ::

1
.E ,.J j;; L< ,.p•·- ! 

Publica ti or1: _ .• ·bee-:: - .,.:· ·y_,;.rfoce: 

Pl..1bi1she1. ::. lse :to: 

·7"·", 

:.::-·~: ... - 3<"(!:'.£. ,)' ::/f: SE:·-1'Z t:~: ::.·.:...~r ..::~ 

,_.;; i -s; ·:h ;;- ~-::"-· -s .::<:t'?. d r. .~ ... r ~ 

°E•'F'l1)f1UI':- ,(;, ( ,;. ., !. '.I. ::.)t~·";?f' _ 

·:!-1 G ,\~ ·;t''.fti-.: .P.3 !="-\:; "; 11. Cbo:: )_(\\' 

~"'' ~"'"· •.:~·:,,__.. ,. 1-ac• .:..ri'-· "~J F ~ 

.J~<:i" G6 

.:.u,,, · 1•1·: '1.;:-r·r.,:, ::1 T :,;.a•~'cna. 

Type of Use 

Portion 

NurnbN cf 
fig:. lfl:S-. tab I esJtl1 us tr a t ions 

Forrn~• 

Are yoll the 30-i.ho r· of thi s. 

U::. •?Vter artide7 

v:m yo~1 be rr~ nslating? 

Crcl er refr:rence nu111ber 

Portions 

L ._. . - "" \. 

. r~ 

I 


